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INTRODUCTION 

Your new display monitor is a precision product designed for use with any computer 
system that outputs a composite video signal. The picture tube uses the latest type 
of 12 inches diagonal,90° deflection, implosion-proof tube for a bright and clear dis- 
play. The monitor is equipped with DC restoration (i.e.,in the absence of a data 
signal, the monitor screen will be almost black, with no raster). Solid state electro- 
nics and high quality construction provide improved reliability and superior perf- 
ormance even in continuous duty applications. 


OPERATION 

1. Plug both the monitor and the computer into the standard AC power source. 

2. Use the cable supplied to connect the computer to the Video Input Connector 
(Video In) on the rear of the monitor. : 

3. Turn on the monitor and computer Power Switches. The Power Indicator Lamp 


(red LED), on the front lower right corner of the monitor, will be lit when the 


power is turned on. 
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CONNECTION AND CONTROLS 


PICTURE CONTROLS 
1. Contrast 
Used to obtain the proper contrast between the light and dark areas of the 
display screen. 
2. Brightness 
Used in conjunction with the contrast control, affects the brightness of the 
display. 
3. Vertical Hold 
Stops any rolling or vertical movement of the display 
(see illustration). 
4. Horizontal Hold 
Corrects diagonal alignment of the display 


(see illustration). 


USER MAINTENANCE 

WARNING! THERE ARE NO USER SERVICEABLE COMPONENTS LOCATED INSIDE 
THE MONITOR CABINET. DO NOT REMOVE THE MONITOR COVERS, AS YOU MAY 
BE EXPOSED TO A SEVERE SHOCK HAZARD. 


EXCEPT AS NOTED BELOW, REFER ALL MAINTENANCE TO AUTHORIZED REPAIR 
FACILITIES. 

1. Keep the outer surfaces of the cabinet free of dust and dirt by periodically 
wiping with a soft, dry cloth. 

DO NOT USE ANY CLEANER,WAXES OR SOLVENTS OF ANYKIND! 

2. On extremely stubborn dirt or stains, disconnect all power from the monitor 
and allow it to cool. Then wipe with a soft cloth dampened with mild de- 
tergent, wipe off any remaining detergent with a cloth dampened with clean 
water. 

3. The GLARE SHIELD and the DISPLAY TUBE face can be wiped with a danip 
cloth to remove any accumulation of dirt. 

TURN OFF THE MONITOR FIRST! DO NOT USE SPRAY CLEANERS! 

4. To remove the GLARE SHIELD 
Pull a corner of the shield with the sucker supplied. 

The GLARE SHIELD is not provided with the NON GLARE TUBE FACE monitors. 


SPECIFICATIONS 


CRT 

1c 
Transistor 
Diode 

Input Signal 


Display Characters 
Display Size 


Display Time 


Video Bandwidth 
Scan Frequency 


12” diagonal, 90° deflection 
1, Pcs 

14Pcs 

15Pcs 

Composite video signal 
1.0\/p-p sync negative, 750hm 
2000 characters (80 X 25 lines) 
210(W) X 150(H)mm 

8.2(W) X 5.8(H)inches 
Horizontal : 46 ps 

Vertical : 18.23ms 

18 MHz 

Horizontal : 15.75 KHz 


Vertical : 60 Hz 

Model KG-12NA-[__] 240VAC, 50Hz 
Model KG-12NB-L__| 240VAC, 50 Hz 
Model KG-12NC-L__] 120VAC, 50/60 Hz 
Model KG-12NE-L__] 220VAC, 50Hz 
Power Consumption 28W 


Power Source 


Dimensions 310(W) X 285(H) X321(D)mm 
12.2(W) X 11.2(H) X 12.6(D) inches 
Net Weight 7 kg., 15.4 Ibs. 


Specifications subject to change without notice. 
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